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	Basic Models
	CX5080

Elevation
	CX5090

Elevation
	CX6080

Elevation
	CX6090

Elevation

	Grain header width (m)
	4.57-7.62
	4.57-7.62
	4.57-9.14
	4.57-9.14

	Engine power @ 2100 rpm (kW/hp)
	175 / 238
	200 / 272
	200 / 272
	220 / 300

	Max engine power @ 2000 rpm (kW/hp)
	190 / 258
	220 / 300
	220 / 300
	245 / 333

	Drum width / Diameter (m)
	1.3 / 0.60
	1.3 / 0.60
	1.56 / 0.60
	1.56 / 0.60

	N. of strawwalkers
	5
	5
	6
	6

	Graintank capacity (l)
	8300
	8300
	9300
	9300


	Laterale Models
	CX5090 Elevation
	CX6090 Elevation

	Engine power @ 2100 rpm (kW/hp)
	200 / 272
	220 / 300

	Max engine power @ 2000 rpm (kW/hp)
	220 / 300
	245 / 333

	Correction across slope (Fixed Shoe Version)
	18%
	18%

	N. of strawwalkers
	5
	6

	Graintank capacity (l)
	8300
	9300


1kW = 1.359 hp

	Hillside Versions
	Across slope
	Uphill
	Downhill

	Degree of correction
	38%
	30%
	10%


